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WOOD TAKARMATURER/CEILING FIXTURES
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TAK/VÄGG/CEILING/WALL

W FÄRG/FINISH ART.

LED 1667LM/21W Oljad ek/Oiled oak 8012-1-32

LED 1667LM/21W Oljad ek/Oiled oak 8012-1-32HFF

LED 1667LM/21W Svart ek/Black oak 8012-1-36

LED 1667LM/21W Svart ek/Black oak 8012-1-36HFF

LED 14W/PAR38 Oljad ek/Oiled oak 8013-1-32

LED 14W/PAR38 Svart ek/Black oak 8013-1-36

HFF = Dimmbar - DALI, DSI, SwitchDim.   

HFF = Dimmable with DALI, DSI, SwitchDim

MED 3-FAS ADAPTER/WITH 3-PHASE ADAPTER

W FÄRG/FINISH ART.

LED 1667LM/21W Oljad ek/Oiled oak 8016-1-32

LED 1667LM/21W Oljad ek/Oiled oak 8016-1-32HFF

LED 1667LM/21W Svart ek/Black oak 8016-1-36

LED 1667LM/21W Svart ek/Black oak 8016-1-36HFF

LED 14W/PAR38 Oljad ek/Oiled oak 8017-1-32

LED 14W/PAR38 Svart ek/Black oak 8017-1-36

HFF = Dimmbar - DALI inkl Global Pulse trac adapter. Andra adaptorer på 

begäran. 

HFF = Dimmable with DALI incl Global Pulse trac adapter. Other adaptors on 

request

Utförande: Oljad alt. svartbetsad ekfanér. Bländskydd av klarglas. Kan 

även tillverkas i andra träslag och ytbehandlingar på begäran. Finns med ett 

flertal olika ljuskällor.

LED information: Systemeffekt 21W. Armaturlumen 1667LM. Korrelerad 

färgtemperatur 3000K. Färgtolerans SDCM 3. Färgåtergivning RA 80.

LED 14W/PAR 38 inkl. ljuskälla PAR 38 14W/1035LM 2700K RA80.

Montage: Dikt tak alt. 3-fas strömskena eller på vägg.

Anslutning: 3-fas skena alt. snabbkopplingsplint 5x4mm2, överkopplingsbar.

Design: Fredrik Mattson 2010.

Finish: Oiled oak veneer natural or black stained. Clear glass  diffuser. When 

metal halide clear glass. Available in other wood finishes and stains on 

request. 

LED information: System power: 21W. Luminaire Luminous Flux: 1667LM. 

CCT 3000K. SDCM 3. CRI 80. 

LED 14W/PAR 38 incl. lightsource PAR 38 14W/1035LM 2700K RA80.

Installation: Ceiling, wall or with 3-phase adapter.

Connection: 3 phase track or terminal block 5x4mm2, two entry holes.

Design: Fredrik Mattson 2010.
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