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W FÄRG/FINISH ART 

1x35W/T5 Vit/White 7855-3-01

1x35/49W/T5 Vit/White 7855-3-01HFF

1x35W/T5 Svart/Black 7855-3-06

1x35/49W/T5 Svart/Black 7855-3-06HFF

LED 26W/1970LM Vit/White 7858-3-01

LED 26W/1970LM Vit/White 7858-3-01HFF

LED 26W/1970LM Svart/Black 7858-3-06

LED 26W/1970LM Svart/Black 7858-3-06HFF

LED 40W/3075LM Vit/White 7859-3-01

LED 40W/3075LM Vit/White 7859-3-01HFF

LED 40W/3075LM Svart/Black 7859-3-06

LED 40W/3075LM Svart/Black 7859-3-06HFF

HFF = Dimmbar med DALI, DSI, SwitchDim                                              

HFF = Dimmable with DALI, DSI, SwitchDim 

Utförande: Vit- alt. svartlackerad metall. Bländskydd av matt akryl. L1600. 

LED information: Systemeffekt se nedan. Armaturlumen se nedan. 

Korrelerad färgtemperatur 3000K. Färgtolerans SDCM 3. Färgåtergivning 

RA 80.

Montage: I tak, pendlas i vajer. 

Anslutning: Inklusive kabel och stickpropp, vid HFF exklusive stickpropp.

Design: Tham & Videgård 2009.

IP

20 HF F 230V 50Hz

Finish: White or black painted metal. Diffuser in matt acrylic. L1600 mm

LED information: System power: see above. Luminaire Luminous Flux: see 

above. CCT 3000K. SDCM 3. CRI 80. 

Installation: Ceiling, wire pendant.

Connection: With cable and plug, when HFF without plug.

Design: Tham & Videgård 2009.
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7858/7859 - LED7855 - T5


